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Unic H60

Unic H100
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• sendzimir verzinkt EN10142
• afsluitbaar d.m.v. deksels
• standaardlengte 3000 mm
Op verzoek:

– afwijkende breedtematen
– hulpstukken > R = 250
– bodemprofielen h.o.h. 50 mm

–

–

thermisch verzinkt volgens NEN-EN-ISO 1461

sendzimir verzinkt en gelakt, in RAL 9002
– afwijkende lakkleur RAL

• mill galvanized EN 10142
• a wide range of covers available
• standard length 3000 mm
On request:

– deviant widths
– fittings > R = 250
– rung distance c.t.c. 50 mm

– hot dip galvanized NEN-EN-ISO 1461

– mill galvanized & lacquered, in RAL 9002
– deviant colour RAL

overspanning tot max. 3 meter
max. span: 3 mtr.

overspanning tot max. 3 meter
max. span: 3 mtr.

100 t/m 600

60

Kabelladder,
Sendzimir verzinkt

Cable ladder,
Mill galvanized

• materiaaldikte zijwand 1,25 mm
• materiaaldikte bodemprofiel 1 mm
• hulpstukken R = 250
• L = 3000 mm

• material thickness
sidewall 1,25 mm

• material thickness
rung 1 mm

• fittings R = 250
• L = 3000 mm

Bodemprofielen h.o.h. 100, 200 en 300 mm
Rung distance c.t.c. 100, 200 and 300 mm

Bodemprofielen h.o.h. 100, 200 en 300 mm
Rung distance c.t.c. 100, 200 and 300 mm

• materiaaldikte zijwand 1,25 mm
• materiaaldikte bodemprofiel 1 mm
• hulpstukken R = 250
• L = 3000 mm

• material thickness
sidewall 1,25 mm

• material thickness
rung 1 mm

• fittings R = 250
• L = 3000 mm

100 t/m 1000

100
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C2-1 Algemeen Pag.

C2-2 Unic H60

C2-3 Unic H100

• Inhoudsopgave C2-1-2

• Toepassingen C2-1-3

• Technische gegevens C2-1-4

• Belastbaarheidstabellen C2-1-5/6

• Systeemoverzicht C2-1-7

• Kabelladders C2-2-1

• Kabelladders/Deksels C2-2-2

• Koppelplaten C2-2-3

• Dekselklem/Eindschot C2-2-4

• Hulpstukken C2-2-5/9

• Kabelladders C2-3-1

• Kabelladders/Deksels C2-3-2

• Koppelplaten C2-3-3

• Koppelplaten/Dekselklem C2-3-4

• Scheidingspen/Verl. koppelplaat C2-3-5

• Hulpstukken C2-2-6/13

C2-1 General Page

C2-2 Unic H60

C2-3 Unic H100

• Table of contents C2-1-2

• Applications C2-1-3

• Technical specifications C2-1-4

• Loading tabels C2-1-5/6

• C2-1-7

• C2-2-1

• C2-2-2

• Splice plates C2-2-3

• Cover clamp/End plate C2-2-4

• Fittings/Covers C2-2-5/9

• C2-2-1

• C2-2-2

• Splice plates C2-2-3

• Splice plates/Cover clamp C2-2-4

• Separation pen/Red. splice plate C2-2-5

• Fittings/Covers C2-2-6/13

Survey of the system

Cable ladders

Cable ladders/Covers

Cable ladders

Cable ladders/Covers

Cable ductsKabelkanalen
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Kabelladder, Cable ladder,Sendzimir verzinkt
Sendzimir verzinkt en gelakt
Thermisch verzinkt

Mill galvanized
Mill galvanized and coated
Hot dip galvanized
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Toepassingen Applications


